
DECK
The King low profile plant body is constructed from high 
yield steel, giving a light body without comprising the 
strength required. Main beams of the subframe are pierced 
during preparation /cutting and each cross member is 
threaded through the beams and welded to rolled steel angle 
sideraves. Body length is fully dependant on truck chassis.

Fitted with 29mm hardwood. Fitted with 8 pairs of shackles 
underneath of sideraves.Fitted with 29mm hardwood. Fitted 
with 8 pairs of shackles underneath of sideraves.

RAMPS
2.5m long x 1.00m wide hydraulic ramps off the beavertail are 
standard fitment, all steel construction covered in 
29mm hardwood. 

ELECTRICS
Full LED lighting as per EC approvals. Truck rear light to
 be postion onto the rear sill for maximum visbaility. 
Square orange flashing beacon fitted to rear ramp board.

FINISH
All steel parts shot blasted to SA2.5 followed by high build 
primer and two pack single colour top coat of customers 
choice.
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SAFE EFFICENT OPERATION

MAXIMUM PAYLOAD

DURABLE

VERSATILE

WELL PROVEN DESIGN

Beavertail plant body is renowned 
for its longevity and build quality.

PB26

The PB26 are subject to dynamic loading and high point 
loads. King plant bodies have many of the features of King 
plant trailers, all designed to cope with this on a daily basis 
and provide long trouble-free life.


